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Functional edge lights made of high quality aluminium profile. Homoge-
neous illumination of the frameless, free hanging acrylic pictogram oder 
legend panel by state-of-the-art LED technology.

viewing distance: 22 m

Material: aluminium

Illuminant: 12 x 0,1W LED-module

Nominal voltage DC: 24 V ±25 %

Nominal current DC: 85 mA

Effective power: 2,1 W

Protection class: III

Input terminals: 2.5mm² feed through wiring

Temperature ta: -15...+40 °C

Technical data

Articles

SNP 1016.2 D LED 24V

Colors Aluminium RAL (special)

Art. no. 101329432 101329533

ceiling mounting Light colour: 6500 K Protection category: 
IP20

275
250

203

54

SNP 1016.2 P LED 24V

Colors Aluminium RAL (special)

Art. no. 101329634 101329735

pendulum mounting Light colour: 6500 K Protection category: 
IP20

275
250

203

500

54

SNP 1016.2 PM LED 24V

Colors Aluminium RAL (special)

Art. no. 101329836 101329937

parallel wall mounting Light colour: 6500 K Protection category: 
IP20

275
250

203

58

SNP 1016.2 S LED 24V

Colors Aluminium

Art. no. 100816140

cable suspension mounting Light colour: 6500 K Protection category: 
IP20

275
250

203

54

243
3,0m

SNP 1016.2 WA LED 24V

Colors Aluminium

Art. no. 101330038

wall bracket mounting Light colour: 6500 K Protection category: 
IP20

304
250

223

54

SNP 1016.2 Edge lights 
For connection to INOTEC systems with 24V circuits

24V

DATA_EN_SNP_1016.2_LED_24V



Info: For luminaires with pendulum mounting, select the desired pendulum 
(length and colour of baldachin).
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SNP 1016.2 Edge lights 
For connection to INOTEC systems with 24V circuits

24V

DATA_EN_SNP_1016.2_LED_24V

Name Accessories Art. no.

AU glare protection for SNP 1016, 10mm optional 101175646

AU glare protection for SNP 1016, 20mm optional 101175747

ILD 24/4-CC-320-C spare part 101425321

LMC 1116.2E/1016.2 12/6,5K KB90  LED 
Modul und Umrüstsatz

spare part 101431482

Legend panel 1016 10mm - engraved required 102001964

Legend panel 1016 20mm - engraved required 102002065

Legend panel 1016 PL / PR 10mm required 101457855

Legend panel 1016 PL / PR 20mm required 101457148

Legend panel 1016 PL / wht 10mm required 101456845

Legend panel 1016 PL / wht 20mm required 101463515

Legend panel 1016 PLO / PRO 10mm required 101460582

Legend panel 1016 PLO / PRO 20mm required 101460784

Legend panel 1016 PLO / wht 10mm required 101460279

Legend panel 1016 PLO / wht 20mm required 101461188

Legend panel 1016 PLU / PRU 10mm required 101460683

Legend panel 1016 PLU / PRU 20mm required 101460885

Legend panel 1016 PLU / wht 10mm required 101460481

Legend panel 1016 PLU / wht 20mm required 101461390

Legend panel 1016 PO / PO 20mm required 102200210

Name Accessories Art. no.

Legend panel 1016 PO / wht 10mm required 101460077

Legend panel 1016 PO / wht 20mm required 101460986

Legend panel 1016 PO/PO 10mm required 101481093

Legend panel 1016 PR / wht 10mm required 101456946

Legend panel 1016 PR / wht 20mm required 101463616

Legend panel 1016 PRO / wht 10mm required 101460178

Legend panel 1016 PRO / wht 20mm required 101461087

Legend panel 1016 PRU / wht 10mm required 101460380

Legend panel 1016 PRU / wht 20mm required 101461289

Legend panel 1016 PU / PU 10mm required 101457754

Legend panel 1016 PU / PU 20mm required 101457047

Legend panel 1016 PU / wht 10mm required 101456744

Legend panel 1016 PU / wht 20mm required 101457956

Legend panel 1016 PU upside-down 10mm required 100942644

Legend panel 1016 special 20mm required 102161612

Pendulum SN-luminaire 24 V 0,5m gr required 101437243

Pendulum SN-luminaire 24 V 1,0m gr required 101437445

Pendulum SN-luminaire 24 V 2,0m gr required 101437647

Wireset 5m, SNP 101x,10x0,121x,15x0,72xx optional 102384106

special legend panel 1016 10mm required 102161511

TEMP

Info: When ordering an exit luminaire, the required pictogram with the 
corresponding arrow direction must be indicated.

PO: PR: PU: PL: PRO: PRU: PLU: PLO: 

       


